## Skull Stretch Bracelet Set

## Project B2432

## Kat Silvia

White turquoise gem carved skull beads are paired with Czech fire polish glass beads in this trio of stretch bracelets. This design features black stretch magic cord which is perfectly coordinated for this dark color palette.

## What You'll Need

Stretch Magic Cord, Round 1mm (. 039 Inch) Thick, 5 Meter Spool, Black
SKU: XCR-2190
Project uses 1 Spool


Czech Fire Polished Glass Beads 10mm Round Jet Black (12)
SKU: BCP-31090
Project uses 12 pieces


Final Sale - White Turquoise Gem Carved Skull Beads 10X12mm (20)
SKU: SPTU-173


Czech Fire Polished Glass Beads 6mm Round Metallic Gold/Topaz (25)
SKU: BCP-36127
Project uses 11 pieces


Czech Fire Polished Glass Beads 8mm Round Jet Black (25)
SKU: BCP-3890
Project uses 12 pieces


Czech Fire Polished Glass Beads 8mm Round - Metallic Bronze (25)
SKU: BCP-10431
Project uses 16 pieces


G S Hypo Cement Precise Applicator Essential!
SKU: XTL-1001
Project uses 1 piece

## Recommended Tools:

[PL5222] Tronex Tools, Flush Cutter Pliers with Standard Handle and Tip Protector 5 Inches Long, 1 Piece, [XTL-9911] The Beadsmith Mini Travel Bead Design Beading Board Gray Flock W/ Lid $7.75 \times 11.25$ Inches

## Instructions

1. To see how to complete this project from start to finish, please watch our video: How to Design a Set of Stretch Cord Bracelets. From what you learned in the video, set up your bead board with your design of beads. You can choose your own or follow with the designs below. Once you have your designs, finish with the knot shown in the video, add a dab of glue and let dry before trimming the ends.
2. Design 1: one 10 mm black, one 8 mm gold, one 8 mm black, two 6 mm gold, one 8 mm black, three 8 mm gold, one 8 mm black, one skull, one 8 mm black, three 8 mm gold, one 8 mm black, two 6 mm gold, one 8 mm black, one 8 mm gold, and two 10 mm black.
3. Design 2: one 10 mm black, one 8 mm gold, one 8 mm black, one 8 mm gold, one skull, one 6 mm gold, one skull, one 6 mm gold, one skull, one 6 mm gold, one skull, one 6 mm gold, one skull, one 6 mm gold, one skull, one 8 mm gold, one 8 mm black, one 8 mm gold, one 10 mm black, and one skull.
4. Design 3: one 10 mm black, one 6 mm gold, one 8 mm black, one 8 mm gold, one 8 mm black, one 8 mm gold, one 10 mm black, one skull, one 10 mm black, one skull, one 10 mm black, one skull, one 10 mm black, one 8 mm gold, one 8 mm black, one 8 mm gold, one 8 mm black, one 6 mm gold, and two 10 mm black
