
Graduated Pearl Necklace in Grey
Project N2048
Kat Silvia

Show your classic side with these affordable, beautiful pearls.  This perfectly sized graduated strand makes it easy to create

 the look without all the guess work of measuring each pearl. 

What You'll Need

Dazzle It! Czech Glass Pearls, 6mm Round, 1 Strand, Gun Metal

SKU: BCP-12049

Project uses 30 pieces

Dazzle It! Czech Glass Pearls, 8mm Round, 1 Strand, Gun Metal

SKU: BCP-12101

Project uses 22 pieces

Dazzle It! Czech Glass Pearl Combo, 10-16mm Round, 1 Strand, Gun Metal

SKU: BCP-12126

Project uses 1 Strand

Jump Rings, Closed 8mm Diameter 18 Gauge, 20 Pieces, Silver Plated

SKU: FJR-07024

Project uses 2 pieces

Silver Plated Spring Ring Round Clasps 6mm (50)

SKU: FCL-1560

Project uses 1 piece

Beadalon Silver Plated Crimp Tubes 2x1.8mm 1.3mm ID (75 Beads)

SKU: FCR-1215

Project uses 2 pieces

Shiny Silver Tone Crimp Bead Covers 3mm (x144)

SKU: FCR-1053

Project uses 2 pieces

Soft Flex, 21 Strand Fine Beading Wire .014 Inch Thick, 30 Feet, Satin Silver

SKU: XCR-5143

Project uses 30 inches

Recommended Tools: 

[XTL-5514] Beadsmith Jewelry Fine Round Nose Micro Pliers, [XTL-5511] Beadsmith

Jeweller's Micro Pliers Chain Nose Flat Nose, [XTL-5600] Sharp Flush Cutter Pliers - For

Cutting Beading Wire, 1 Piece, [XTL-5608] Xuron 4 In 1 Crimping Pliers - Works On 1, 2 And

3mm Crimps!, [XTL-3000] Bead Stopper- Stop Beads Sliding Off Stringing Material
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Instructions

These instructions will give you a finished necklace that is about 22 1/2 inches in length.

1. Cut off 30 inches of beading wire.  Place a bead stopper about 3 inches from one end.

2. Onto the beading wire string the pearls in this order:  15 - 6mm pearls, 11 - 8mm pearls, 13 graduated pearls in order, 11 - 8mm pearls, and 15 - 6mm
pearls.

3. String on one crimp tube.  String the beading wire around one closed jump ring and back down thru the crimp tube.  Pull tight.  Crimp the crimp tube. 
Trim the excess wire.  

4. Add a crimp cover to the tube.

5. Move to the other side of the necklace, remove the bead stopper and repeat the last two instructions.  

6. Open the loop on the back of the spring clasp, same as you would a jump ring, and attach it to one of the closed jump rings.  Close the loop.

7. All done!

Page 2/2                                        For more beading projects and instructional videos, visit www.beadaholique.com.


