
Star Quality Ring
Project R2040
Kat Silvia

This sparkling ring uses epoxy clay to embed shards of glitter and by finishing with resin you can achieve a polished

magnified shine.

What You'll Need

Nunn Design Ant. Silver Plated Pewter Bezel Oval Adjustable Ring 22.5x30mm

SKU: FRG-0874

Project uses 1 piece

JudiKins Glitter Roxs, Shard Glass, 14 Gram Container, Turquoise

SKU: XTL-1199

Project uses 1 piece

JudiKins Glitter Roxs, Shard Glass, 14 Gram Container, Copper Rose Pink

SKU: XTL-1198

Project uses 1 piece

JudiKins Glitter Roxs, Shard Glass, 14 Gram Container, Quicksilver

SKU: XTL-1197

Project uses 1 piece

Crystal Clay 2-Part Epoxy Clay Kit 'Black' 25 Grams

SKU: TRC-230

Project uses 1 piece

Nunn Design 2-Part Epoxy Resin Kit, Jewelers Grade Clear, 8 Oz Kit

SKU: TRC-14

Project uses 1 piece

Recommended Tools: 

[XTL-4004] Beadsmith Magical Rhinestone Pick Up Tool With Cleaning Kit - Great For Placing

Flatback Rhinestones

Instructions

You will also need a lighter for this project.

1. To begin, please watch our video: How to Use Crystal Clay with Swarovski Crystal Chatons.  In this video you will see how to mix and use Crystal Clay.
You will learn how to embed Swarovski Crystals into your clay as well as a few tips to help your jewelry dry nicely.  From what you learned, mix the clay
and place into the bezel.  You will need about half the amount of clay.  You want just enough to cover the bottom of the ring.  Then instead of placing
chatons like in the video, you will be placing the glitter roxs into the clay using the magical pick.  Allow the clay to dry for 24 hours.

2. Once the clay is dry, the ring is ready for resin.  Make sure the ring is in a secure upright position.
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3. Please watch our video: How To Use Ice Resin.  From what you learned in the video, mix your Nunn Design resin.  Drip the resin into the ring bezel
slowly.  Create a slight dome with the resin.  Use a lighter to help get rid of any air bubbles.  Allow the resin to cure for at least 24 hours.
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